


KTAC 2.0
Kutta Tactical KLITTA

Technologies for Earth and Air

Controller e G
Tethered

 Ergonomic design based on
soldier experimentation

¢ Rugged & watertight design
¢ Integrates with Nett Warrior

¢ Designed to accommodate future
Samsung Tactical Edition phones

e Common control of any air, land,
sea uncrewed vehicle

SPECIFICATIONS: ; FEATURES:

Weight of KTAC 1.11bs

¢ Open, non-proprietary interfaces for maximum
Weight of Phone & Case 0.5 Ibs | integration flexibility (software & hardware)

¢ Docks with ATAK-enabled / Android devices to
add functionality to existing software applications

Weight of Radio Module 1.3 Ibs

Weight Total 29 Ibs
KTAC Dimensions 115" x 4.8” x 2.8” ¢ Operates as a stand-alone controller or an
- - - - 0S-independent external controller for

IP Rating IP-67 Linux/Windows systems

Nett Warrior Connector ~ 8070-1153-07ZNU6-6PC

Phone Options $23 / S23TE
RADIO e Microhard 1800  pDDL1800 - Single Antenna
MODULES - e Microhard 2450  pDDL2450 - Single Antenna
PACKS: . Microhard 2450  pMDDL2450 - Dual Antenna

e Microhard 1624  pMDDL1624 - Dual Antenna
¢ Doodle Labs Helix RM-2025-62M3 - Dual Antenna

e Power Format EXO Charge Batteries (Hot Swappable)

e BB-2511 ¢ BB-2521
® BB-2512 e BB-2522
* BB-2513 ¢ BB-2523
e BB-2514 e BB-2524

e Additional USB / IP-based mesh network radios connected
via Nett Warrior connector (Wave Relay MPU5, Silvus,
TrellisWare, etc.)
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